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1. WHEN INSTALLED, DOORWAYS SHALL HAVE A MINIMUM CLEAR OPENING OF 32 INCHES WITH THE DOOR 1. DOOR HANDLES, PULLS, LATCHES, LOCKS, AND OTHER OPERATING DEVICES ON DOORS REQUIRED:
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; , N - o : , o WRIST TO OPERATE. MANUALLY OPERATED BOLTS OR SURFACE BOLTS ARE NOT PERMITTED.. THE
CORRESPONDING REACH HEIGHTS : ‘ / f \/\ ‘ ) 2. FOR - HINGED DOORS THE OPENING WIDTH SHALL BE MEASURED WITH THE DOOR POSITIONED AT AN UNLATCHING OF ANY DOOR OR LEAF SHALL NOT REQUIRE MORE THAN ONE OPERATION. :
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WHEN D = 10" OR LESS, H = 54" MAX. ‘ 5__@_... —_ : OR MEET SLOPE STANDARDS 3. WHERE A PAIR OF DOORS IS UTILIZED, AT LEAST ONE OF THE DOORS SHALL PROVIDE A CLEAR, SHALL BE OPERABLE WITH A SINGLE EFFORT BY LEVER TYPE HARDWARE, BY PANIC BARS,
WHEN D = 11", H = 53.5" MAX. . , GRADE 2 FOR -TRANSITIONS AS SHOWN UNOBSTRUCTED OPENING WIDTH OF 32 INCHES WITH THE LEAF POSITIONED AT AN ANGLE OF 90 PUSH—-PULL ACTIVATING BARS, OR OTHER HARDWARE DESIGNED TO PROVIDE PASSAGE WITHOUT
WHEN D = 12", H = 53.0" MAX. ‘ ; y : BRAILLE ON BOTH. SIDES.. DEGREES FROM ITS CLOSED POSITION. - REQUIRING THE ABILITY TO GRASP THE OPENING HARDWARE. ,
WHEN D = 13", H = 52.5" MAX. : ' : , ' L ; ; , , ,
WHEN D = 14" H = 515" MAX. : | N ADA ROOM 2 , , 4. THERE SHALL BE A LEVEL AND CLEAR FLOOR OR LANDING ON EACH SIDE OF A DOOR. THE LEVEL 3. HAND-ACTIVATED DOOR OPENING HARDWARE SHALL BE CENTERED BETWEEN 30 INCHES AND 44 CIRCLE K STORES INC.
WHEN D = 15", H = 51.0" MAX. , | IDENTIFICATION i} 1 ' ~ AREA SHALL HAVE A LENGTH IN THE DIRECTION OF DOOR SWING OF AT LEAST 60  INCHES AND THE INCHES ABOVE THE FLOOR. _
WHEN D = 16", H = 50.5” MAX. : - ' | SIGN 1/2” MAX. LENGTH OPPOSITE THE DIRECTION OF THE DOOR SWING OF 48 INCHES AS MEASURED AT RIGHT ANGLES : ‘ ~
WHEN D = 17°, H = 50.0" MAX. 5 N L AT 1:3 SLOPE ’ - TO THE PLANE OF THE DOOR IN THE CLOSED POSITION. WHERE THE PLANE OF THE DOORWAY IS OFFSET 4, WHEN AN AUTOMATIC OR POWER ASSISTED DOOR OPERATOR IS UTILIZED TO OPERATE A PAIR OF
WHEN D = 18", H = 49.5" MAX : © N e—— STRIKE SIDE : : , OR LOCATED IN AN ALCOVE A DISTANCE MORE THAN 8 INCHES MEASURED FROM THE PLANE OF THE DOORS, AT LEAST ONE OF THE DOORS SHALL BE CLEAR, UNOBSTRUCTED OPENING WIDTH OF 32
WHEN D = 1 9»’ H = ’ : c N OF DOOR 1/4" MAX 'DOORWAY TO THE FACE OF THE WALL, THE DOOR SHALL BE PROVIDED WITH.60 INCHES MANEUVERING ' INCHES WITH THE DOOR POSITIONED AT AN ANGLE OF 90 DEGREES FROM {TS CLOSED POSITION. ' ‘
WHEN D = 20% H = : 22 M. ‘ ¥ : ’ l ,, \, , N CLEARANCE FOR FRONT APPROACH. - AUTOMATIC DOORS SHALL COMPLY WITH BHMA A156.10 OR BHMA A156.19. : : PROJECT NUMBER
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N D o h » . N\ AREA FOR ~ ; ' , 5. THE WIDTH OF THE LEVEL AREA ON THE SIDE TO WHICH THE DOOR SWINGS SHALL EXTEND 24 INCHES ' ;W ‘ ; 20130791
=22, H = ~ HARDWARE ‘ ~~ PAST THE STRIKE EDGE OF THE DOOR FOR EXTERIOR DOORS AND 18 INCHES PAST THE STRIKE EDGE
‘ mgﬁ D=2z THRESHOLD R ~ FOR INTERIOR DOORS. WHERE THE PLANE OF THE DOORWAY IS OFFSET 8 OR  MORE INCHES FROM 1+ THE MeNMUM FORCE REQUIRED TO PUSH OR PULL OPEN A DOOR SHALL COMPLY WITH THE - " SHEET TITLE
' VDLl W A D=, MEASURED LATERALLY ON THE LATCH SIDE, THE DOOR SHALL BE A PUSH OR PULL FORCE FOR A HINGED DOOR SHALL BE MEASURED PERPENDICULAR TO THE N f
. , ‘ ; » , ; , . ‘ DOOR FACE AT THE DOOR OPENING HARDWARE OR 30 INCHES FROM THE HINGED SIDE, AGCESS'B“."'Y
HOTES ‘ ' , ‘ COMPRESSED CARPET Sl 6. PROVIDE CLEAR SPACE OF 12 INCHES PAST STRIKE EDGE OF THE DOOR ON THE OPPOSITE SIDE TO B U R L FORE o o I W R FOLDING ‘DOOR SHALL BE. MEASURED
= 1. CHARACTERS AND SYMBOLS SHALL CONTRAST WITH THEIR BACKGROUND. %ﬁéasﬂé’fb BELOW : E{;\gﬁH FLOOR o WHICH THE DOOR SWINGS IF THE DOOR IS EQUIPPED WITH BOTH A LATCH AND A CLOSER. | " PARALLEL TO THE DOOR AT THE DOOR PULL OR LATCH. ' STANDARDS
I . . R
(5 2. IDENTIFICATION SYMBOLS ARE TO BE CENTERED ON DOOR 60" ABOVE FLOOR AND , : : : ‘ C. COMPENSATING DEVICES OR AUTOMATIC DOOR OPERATORS COMPLYING WITH SECTION ‘ o ,
L LB K _ARE TO BE DISTINCTLY DIFFERENT FROM THE DOOR IN COLOR AND CONTRAST. | ~ THRESHOLD . ' 7. T‘;’SEFégggw% LANDING SHALL NOT BE MORE THAN 1/2 INCH LOWER THAN. THE THRESHOLD OF 1133B.2.3.2 MAY BE USED TO MEET THE MAXIMUM FORCE LIMITS: ; NOTES/DETA“_S
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N (4 R 4. LETTERS & NUMBERS ON SIGNS SHALL BE RAISED 1/32" MIN., SHALL BE A MIN. OF e ‘ 8. THE BOTTOM 10 INCHES OF ALL DOORS EXCEPT AUTOMATIC AND SLIDING SHALL HAVE A SMOOTH,
SleT | '5/8” HIGH, A MAX. OF 2" HIGH, & SHALL BE SANS—SERIF UPPERCASE CHARACTERS , , » , , UNINTERRUPTED SURFACE TO ALLOW THE DOOR TO BE OPENED BY A WHEELCHAIR FOOTREST WITHOUT 2) OTS;EEN.L%ANFO’;%%”'SEDJL%% DOORS, INTERIOR DOORS SHALL HAVE A MAXIMUM.
o ACCOMPANIED BY GONTRACTED GRADE 2 BRAILLE. : o CREATING A TRAP OR HAZARDOUS CONDITION. WHERE NARROW FRAME DOORS ARE USED, A 10 INCH ‘
S A S HIGH SMOOTH PANEL SHALL BE INSTALLED ON THE PUSH SIDE OF THE DOOR WHICH WILL ALLOW THE 3) OTHER THAN REQUIRED FIRE DOORS, EXTERIOR DOORS SHALL HAVE A MAXIMUM ,
, A v B B , , o DOOR TO BE OPENED. BY A WHEELCHAIR FOOTREST WITHOUT CREATING A TRAP OR HAZARDOUS OPENING FORCE OF 5 LBF. , , SHEET NUMBER
REACH RANGE LIMITS ; , : \ ~ S ; | CONDITION. ; o | s1
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