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A=11°41'59"
R=360.00"
1=73.51
CB=N 35°51'25" e
CD=73.38’

A=90°17°34”"
R=20.00’
L=31.52

CB=N 74°54'39" E

CD=28.36

N/ 30°11°53” E

50.02’

(N 30°03'00” E)
(50.00’)

INSTALL:

12"x6” TAPPING SLEEVE
1-6" GATE VALVE

8 L.F. OF 6" D.I. PIPE
1-FIRE HYDRANT

87 S.F. OF PAVEMENT
REPAIR. SEE CITY

A=11"42 44

y 4

SITE_ BENCHMARK:

ELEVATION: 818.00°

SET CUT SQUARE ON SOUTHEAST
CORNER OF CONCRETE PAD FOR
TRAFFIC SAFETY CABINET.

(o]

.. 1825
(PECAN STREET WEST)

(120’ /R.O.W.)
(ASPHALT PAVEMENT)

S 59°55'35" E — 255.33’
(S 59'57°00" E — 255.38")
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UTILITY LEGEND:
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131

131

e c— INSTALL:

— ] 192 LF OF 3/4” SCHED. 40
PVC WATER SERVICE TO

131

INSTALL:

131 LF OF 3/4" SCHED. 40
PVC WATER SERVICE TO
AIR/WATER STAND

INSTALL:
238 LF OF 1-1/2" SCHED.
40 PVC DOMESTIC WATER
SERVICE LINE

DETAIL R=360.00’
L=73.59’
CB=N 35°55’20” E
CD=73.46’
INSTALL:
12"x3” TAPPING SLEEVE
AND VALVE N 59°56'38" W — 60.Q

87 S.F. OF PAVEMENT
REPAIR. SEE CITY
DETAIL

CONNECT TO EXISTING 6"
SAN SEWER LINE. ASSUMED
ELEV=812.0, WHICH IS 5’
DEEP AT P.L. PER RECORDS.
CONTRACTOR TO VERIFY
PRIOR TO INSTALLATION.
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CONVENIENCE STORE

4,480 S.F.
FFE=821.50

LOT 1
BLOCK B

SARAH’S CREEK COMMERCIAL SECTION ONE
DOCUMENT NO. 200400247

O.P.R.T.C.T.

FILED: AUGUST 23, 2004

1.603 ACRES
(69,841 SQ. FT.)
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INSTALL:
48 LF OF 6"
SDR-35

PVC SANITARY
SEWER LINE
> 9
o\
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(S 30°01°20” W — 248.11")
S 30°00°36” W — 248.01°

131
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PROPERTY LINE

SANITARY SEWER CLEANOUT

SANITARY SEWER MANHOLE

WATERLINE FITTINGS

T
i

GATE VALVE

WATERLINE CAP

TAPPING SADDLE OR SLEEVE

FIRE HYDRANT

PROPOSED WATER METER § ,
(SEE SIZE THIS SHEET 17=20

PROPOSED IRRIGATION METER
(SEE SIZE THIS SHEET

LOCATION OF GAS METER

WATER SERVICE NOTES

CRCIOCICICRCIONS

LOCATION OF CONNECTION TO EXISTING CITY WATER MAIN

1—1/2" DOMESTIC SERVICE LINE

SEE ARCHITECTURAL PLANS FOR EXACT LOCATION OF UTILITY
ENTRANCE INTO THE BUILDING.

NEW DOMESTIC METER (SEE SIZE ON THIS SHEET)

LOCATION OF CONNECTION FOR NEW IRRIGATION LINE, 3"x1” TEE

1”7 IRRIGATION LINE
NEW IRRIGATION METER (SEE SIZE ON THIS SHEET)

NEW GROUND MOUNTED HOSE BIB. SEE PLUMBING SCHEDULE FOR
HOSE BIB GROUND HYDRANT.

3"x1—1/2" REDUCER

SANITARY SEWER SERVICE NOTES

®» ©O

@ LOCATION OF CONNECTION FOR NEW SERVICE. CONTRACTOR TO

EXPOSE THE EXISTING SANITARY SEWER LINE, VERIFY INVERT
ELEVATION PRIOR TO CONSTRUCTION OF ANY OF THE UTILITIES.

6” PVC SDR—35 SANITARY SEWER SERVICE LINE (TYP.)
SANITARY SEWER CLEAN OUT PER LOCAL CODES

SEE MEP PLANS FOR EXACT LOCATION OF UTILITY ENTRANCE INTO
THE BUILDING.

UTILITY GENERAL NOTES:
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131
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(N 30°03'00" E — 32.09")
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275 LF OF 6” SDR-35
PVC -SANITARY- SEWER -LINE
@ 1.64%
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(N 59'58'13" W — 290.70’)
N 59°58'11” W — 290.60’

UGE —{ 1]
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FIRE HYDRANT NOTES:

HYDRANTS SHALL BE INSTALLED PER CITY OF AUSTIN SPECIFICATIONS AND MUST

BE INSTALLED WITH THE PUMPER NOZZLE OPENING AT LEAST 18 INCHES ABOVE

FINISHED GRADE. THE PUMPER NOZZLE MUST FACE THE STREET WITH A THREE

(3) TO SIX (6) FT. SETBACK (CLEARANCE) FROM THE CURB LINE OR SHOULDER

OF THE STREET.

2. THERE WILL BE NO OBSTRUCTION WITHIN A THREE (3) FT. RADIUS OF ANY
HYDRANT, AND THE PUMPER NOZZLE MUST BE TOTALLY UNOBSTRUCTED FROM
THE STREET.

3. HYDRANT LOCATIONS SHALL BE IDENTIFIED BY THE INSTALLATION OF BLUE
REFLECTIVE MARKERS, PER THE EMERGENCY SERVICE DISTRICT NO. 2
SPECIFICATIONS.

4. THE NEW FIRE HYDRANT SHALL BE PAINTED PER CITY OF AUSTIN SPECIFICATIONS.

1.

TEL —

1.

10.

1.

THE LOCATION OF ALL EXISTING UTILITIES WERE OBTAINED FROM AVAILABLE
INFORMATION. THE CONTRACTOR SHALL VERIFY EXACT LOCATION AND DEPTH OF
UTILITY PRIOR TO BEGINNING CONSTRUCTION. CONTRACTOR SHALL NOTIFY THE
ENGINEER OF ANY DISCREPANCIES.

ANY DISCREPANCIES IN THIS PLAN AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER AND ENGINEER PRIOR TO THE START OF CONSTRUCTION.

ACCESS TO UTILITIES, FIRE HYDRANTS, ETC. SHALL REMAIN UNDISTURBED AT ALL
TIMES, UNLESS COORDINATED OTHERWISE.

MAINTAIN 18" VERTICAL CLEARANCE BETWEEN ALL UTILITY CROSSINGS, INCLUDING
CROSSING OF STORM SEWER LINES

CONTRACTOR TO PROVIDE APPROPRIATE THRUST BLOCKING AT ALL BENDS, TEES, OR
OTHER PIPE FITTINGS..

IF APPLICABLE, PLUG ALL SANITARY SEWER STUBOUTS FOR FUTURE SERVICE
CONNECTION, A MINIMUM OF 2" BEYOND THE BACK OF CURB.

DIMENSIONS AND/OR COORDINATES FOR THE SANITARY SEWER ARE TO CENTER OF
THE MANHOLES.

DIMENSIONS AND/OR COORDINATES FOR THE WATER ARE TO THE CENTER OF THE FIRE
HYDRANT.

ELEVATIONS OF EXISTING MANHOLE LIDS AND VAULTS SHALL BE ADJUSTED TO MATCH
PROPOSED FINISH GRADE, AS SHOWN ON THE GRADING PLAN.

ALL PIPE FITTINGS SHALL BE RESTRAINED.

ALL FITTINGS SHALL HAVE THRUST BLOCKING.

RELEASE OF THIS APPLICATION DOES NOT CONSTITUTE A VERIFICATION OF ALL DATA,
INFORMATION AND CALCULATIONS SUPPLIED BY THE APPLICANT. THE ENGINEER OF RECORD IS
SOLELY RESPONSIBLE FOR THE COMPLETENESS, ACCURACY OF HIS/HER SUBMITTAL. WHETHER OR

Engineer Information:

The Bousquet Group, Inc.
501 S. Carroll Blvd.
Ste. 201 ™

Denton, TX. 76201 ?}ORB%%UVE
940.566.0088
940.566.0008 fax |

Texas Firm No. F-8942

Professional of Record:

March 06, 2014

PROPOSED CIRCLEK
CONVENIENCE STORE
2615 WEST PECAN STREET
PFLUGERVILLE, TEXAS 78660
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