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1/4" THICKNESS PREMOLDED EXPANSION JOINT FILLER SPACED @ 35' 0.C. MAX. SEE SITE PLAN
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CONCRETE SIDEWALK (PRIVATE)
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—1.25” MIN. CLEARANCE

SEE CONCRETE PAVING SECTION FOR THICKNESS "T”

EXPANSION JOINT DETAIL
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18" LONG

NEW PAVING SECTION

#5 DEFLECTION BAR @ 18” O.C.

SILICONE SEALANT FLUSH WITH SURFACE
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SEE PAVING

SECTION

DRILL AND EPOXY INTO EXISTING PAVEMENT \

A <
- 4

<

6" MIN

=
=]

T T T H‘ H‘

A
IIIH‘INI

L1 Ll

Ll L1 L1 L1 L1 1

6" MIN _| 8" |

| |
CONNECTION TO EXIST. CONCRETE PAVING

N.T.S.

5D

VERTICAL SAW—CUT
1/4” WIDE

'
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NO. 3 BARS ON 18" O.C.E.W.

SEE CONCRETE PAVING SECTION FOR THICKNESS "T1”

CONTROL JOINT
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PARALLEL CURB RAMPS

NG

NON-WALKING

CE.

WHEELCHAIR RAMP
(AT OR NEAR BUILDING SIDEWALK

NOTES:

10.

ALL SLOPES ARE MAXIMUM ALLOWABLE. FLATTER
SLOPES THAT WILL STILL DRAIN PROPERLY ARE
ENCOURAGED.

ALL CONCRETE SURFACES SHALL RECEIVE A LIGHT
BROOM FINISH UNLESS NOTED OTHERWISE IN THE
PLANS.

FOR PURPOSES OF WARNING, THE CURB RAMPS
SHALL HAVE A LIGHT REFLECTIVE VALUE AND
TEXTURE THAT SIGNIFICANTLY CONTRASTS WITH
THAT OF ADJOINING PEDESTRIAN ROUTES.
TEXTURES MAY CONSIST OF PAVERS WITH
TRUNCATED DOMED SURFACES. TEXTURES ARE
REQUIRED TO BE DETECTABLE UNDERFOOT.
SURFACES THAT WOULD ALL WATER TO
ACCUMALATE ARE PROHIBITED.

COLOR CONTRAST, FOR EXAMPLE, CAN BE
ACCOMPLISHED WITH COLORED CONCRETE PAVERS
THAT HAVE TRUNCATED DOMES, WHICH WOULD
PROVIDE A CONTRAST WITH TYPICALLY LIGHT
COLORED CONCRETE.

ADDITIONAL INFORMATION ON CURB RAMP
LOCATION, DESIGN, VISIBILITY AND TEXTURE MAY
BE FOUND IN TEH CURRENT EDITION OF THE
TEXAS ACCESSIBILITY STANDARDS (TAS) PREPARED
AND ADMINISTERED BY TEH TEXAS DEPARTMENT
OF LICENSING AND REGULATION (TDLR)

ANY PART OF THE ACCESSIBLE ROUTE WITH A
SLOPE GREATER THAN 1:20 (5%) SHALL BE
CONSIDERED A RAMP. IF A RAMP HAS A RISE
GREATER THAN 6 INCHES OR A HORIZONTAL
PROJECTION GREATER THAN 72 INCHES, THEN IT
SHALL HAVE HANDRAILS ON BOTH SIDES. THE
ONLY EXCEPTION IS AT CURB RAMPS. HANDRAILS
ARE NOT REQUIRED ON CURB RAMPS. CURB
RAMPS SHALL BE PROVIDED WHERE EVER AN
ACCESSIBLE ROUTE CROSSES (PENTRATES) A
CURB. CURB RAMPS ARE GENERALLY
INTERPRETED AS ONLY TH PORTION TYING
DIRECTLY INTO THE ROADWAY.

TRAFFIC SIGNAL OR ILLUMINATION POLES, GROUND
BOXES, CONTROLLER BOXES, SIGNS, DRAINAGE
FACILITIES AND OTHER ITEMS SHALL BE PLACED
SO NOT TO OBSTRUCT THE ACCESSIBLE ROUTE.
ALL SIDEWALKS WILL BE DOWELED INTO EXISTING
SIDEWALKS, DRIVEWALKS, DRIVEWAYS, INLET
BOXES, RETAINING WALLS, ETC.

ALL SIDEWALK CROSS—SLOPES SHALL NOT
EXCEED 1:50 (2%).

IN SIDEWALK
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6" SUBGRADE COMPACTED TO 95% STANDARD PROCTOR
DENSITY (ASTM D698)
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SUBGRADE TO BE MOISTURE CONDITIONED PER
NOTES BELOW AND AS STATED IN THE GEO REPORT.

REINFORCED LIGHT DUTY

CONCRETE PAVING

N.T.S.

1. REFER TO GEOTECHNICAL REPORT, COMPLETED BY TERRACON ON 10/25/2013 FOR ADDITIONAL
I ANY CONFLICTS WITH THIS REPORT AND THESE DETAILS, THE MORE

RECOMMENDATIONS AND REQUI
STRINGENT SPECIFICATION SHA

S

AREAS OF CONCRETE
GOVERNING JURISDICTION.

4. COORDINATE WITH CMT FIRM REGARDING THE MOISTURE CONDITIONING OF THE VARIOUS SUBGRADE TO BE
DARK BROWN TO BROWN SOILS TO BE MOISTURE CONDITIONED BETWEEN O TO 4% OF
LIGHT BROWN SOILS TO BE MOISTURE CONDITIONED TO

ENCOUNTERED.
OPTIMUM.
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6” SUBGRADE COMPACTED TO 95% STANDARD PROCTOR
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DENSITY (ASTM D698)

SUBGRADE TO BE MOISTURE CONDITIONED PER
NOTES BELOW AND AS STATED IN THE GEO REPORT.

REINF. MEDIUM DUTY
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CONCRETE PAVING

N.T.S.

PAVING NOTES:

REMENTS.
LL APPLY.

CONCRETE PAVING SECITIONS

CONCRETE TO HAVE 5% (+/— 1%) AIR ENTRAINMENT
IN THE FIRELANE SHALL MEET OR EXCEED THE MINIMUM REQUIREMENTS OF THE

1D

REINFORCED HEAVY DUTY
CONCRETE PAVING

-3 10 +35% OF OPTIMUM.

N.T.S.
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YELLOW REFLECTIVE
TRAFFIC PAINT
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10"

T10P BAR DETAIL
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SEONONS

KEYED NOTES

TRAFFIC DIRECTIONAL SIGN

2"X2” STEEL TUBE EXTENDED INTO CONCRETE FILLED
4” DIAMETER PIPE.

12" DIAMETER CONCRETE FONDATION 6" BELOW
FROST LINE (4’ MINIMUM BELOW FINISHED GRADE)

FINISHED GRADE.
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RELEASE OF THIS APPLICATION DOES NOT CONSTITUTE A VERIFICATION OF ALL DATA,
INFORMATION AND CALCULATIONS SUPPLIED BY THE APPLICANT. THE ENGINEER OF RECORD IS
SOLELY RESPONSIBLE FOR THE COMPLETENESS, ACCURACY OF HIS/HER SUBMITTAL. WHETHER OR
NOT THE APPLICATION IS REVIEWED FOR CODE COMPLIANCE BY CITY ENGINEERS.

Engineer Information:

The Bousquet Group, Inc.
501 S. Carroll Blvd.

Ste. 201 EBUSQUET
GROUP

Denton, TX. 76201
940.566.0088
940.566.0008 fax

Texas Firm No. F-8942

Professional of Record:

March 06, 2014

CONVENIENCE STORE
2615 WEST PECAN STREET
PFLUGERVILLE, TEXAS 78660
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