REPAIR OF TRANSVERSE EXCAVATIONS
(UCM SECTIONS 5.5.7.1 and 5.5.7.2)
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NOTE:

1.

REPLACEMENT AC SURFACE LAYER SHALL BE OF THE TYPE AND THICKNESS BASED ON

FUNCTIONAL CLASSIFICATION.

a) MIN. 2" (50 mm) HMAC TYPE "D” FOR TRENCH REPAIR IN LOCAL/RESIDENTIAL
STREETS.

b) MIN. 3" (75 mm) HMAC TYPE "C” FOR TRENCH REPAIR IN COLLECTOR/ARTERIAL
STREETS.

SEE ITEM 340S, SECTION 340S.4.

. BASE LAYER ALTERNATIVES:

a) 77 (175 mm) CLASS "J” PC CONCRETE (ITEM 403s). (A PC CONCRETE GREATER THAN
A 2 SACK MIX WILL NOT BE ALLOWED.)

b) 10” (250 mm) CONTROLLED LOW STRENGTH MATERIAL (ITEM 402S); OR

c) FLEXIBLE BASE (ITEM 210S) THICKNESS TWICE THE EXISTING BASE THICKNESS BUT A

MINIMUM OF 18" (450 mm).

. CLASS "J” (2 SACK MIX) MAY BE SUBSTITUTED FOR CONTROLLED LOW STRENGTH

MATERIAL, IF APPROVED BY THE ENGINEER OR DESIGNATED REPRESENTATIVE.
CONCRETE GREATER THAN A 2 SACK MIX WILL NOT BE ALLOWED.

PC

. AS PER CITY OF AUSTIN STANDARD SPECIFICATION 510, SECTION 510.2(8)(K)5, FOR

ALL NON—METALLIC PIPE, DIRECTLY ABOVE THE CENTERLINE OF THE PIPE AND A
MINIMUM OF 12”7 (300 mm) BELOW THE SUBGRADE, OR A MINIMUM OF 18" (450 mm)
BELOW FINISHED GRADE ON AREAS OUTSIDE THE LIMITS OF PAVEMENT, SHALL BE
PLACED INDUCTIVE TRACER TAPE IN ACCORDANCE WITH THE MANUFACTURER’'S RE—
QUIREMENTS. THE TAPE SHALL BE ENCASED IN A PROTECTIVE, INERT, PLASTIC JACKET
AND COLOR CODED IN ACCORDANCE WITH APWA UNIFORM COLOR CODE.
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Engineer Information:

The Bousquet Group, Inc.

501 S. Carroll Blvd.

Ste. 201 e

Denton, TX. 76201 E?{gs Ugg
940.566.0088 gttt s ol
940.566.0008 fax

Texas Firm No. F-8942

Professional of Record:

March 06, 2014

CONVENIENCE STORE
2615 WEST PECAN STREET
PFLUGERVILLE, TEXAS 78660

PROPOSED CIRCLEK
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