R1 150 mm, 450 mm 600 mm PIPE SLEEVE, SCH 40 PVC,
— 3 (6") (1'-86") o MIN. 100 mm (4"), MAX. 250 mm (10")
Rl = 6 mm (1/47) GRADE CONTROL @ PROPERTY LINE \ \ PROPERTY LINE - EXTEND A MINIMUM OF
RZ = 65 mm (2 1/2 ") - UTILITY SERVICE LINE—=] 150 mm (6") FROM
R3 = 90 mm (3 1/2 |") 1501 po 1601 \\ EACH EDGE OF SIDEWALK
mim mm
(6 R3 6 1/4 ) PROPERTY LINE
300 mm \ SIDEWALK . /
(1’-0") 7 — EXPANSION EXPANSION—= [
150 mm 1.2m JOINT JOINT
(6”) (4-) < SIDEWAL < I 1
EXPANSION—= — EXPANSION
600 mm (24") JOINT JOINT
1 <
T 425 mm _ o 13 mm (/2") DIA. SMOOTH DOWEL
(77) (1'=57) CONTROL /
\ 4TYP. — —
VARIES 1.5m (5) SEE DETAIL 400 mm (16")
. 150 mm. 450 mm 12 m (40') MAX. u SHEET 2 OF 2 DOWEL COATING Il
_ ] 6”) (1’-6") _ \ o\ 1.5 m (5'-0") MIN.
RI = 6 mm ( 1/4 1) \ ( 125 mm CLOSED END =
RZ = 65 mm (2 1/2 ") GRADE CONTROL (6”) CURB & GUTTER \ \ DOWEL SLEEVE TO FIT ——
R3 = 90 mm (3 1/2 | / \ DOWEL AND BE SECURED
TO DOWEL ROD SUPPORT
K _PLAN CURB & GUTTER
R
VARIES Z
min '
1.2 m (4) 1l
- MIN. RESIDENTIAL , N~ K pa) ) AZZ4] N
VARIES 18m (6) 600 mm (2') UTILITY MAIN ?
MIN. COMMERCIAL
17? H)lm 425 mm OPE 20 mm/m H SIDEWALK OVER UTILITY SERVICE LINE PLAN
7 1 -5") W
— (/A" FT.) MAX. = :
CATCH ( ) DOWEL ROD / —= <=— 25mm(1") EXPANSION JOINT —, 100 (4 MIN
oS TYP. BOTH SIDES — 100 mm :
S » 00 mm SUP2P %E{FT 13 mm (/2") CLEARANCE ( ) CONCRETE SIDEWALK
125 ?BHI; . 125 mm t (4") MIN. PREMOLDED 50 mm (2")
GRADE CONTROL (57) 50 mm (2") SAND CUSHION EXPANSION JOINT MIN.
L— CLASS A CONCRETE VARIES
25 mm R1 L POLYPROPYLENE FIBRILLATED FIBERS, OR MATERIAL )
(17) \ 150 mm X 150 mm X MW9 X MW9 L 50 mm (2")
-\ 1 (6" X 6" X W1.4 X W1.4) WELDED WIRE FABRIC DOWEL DETAIL SAND CUSHION
L L OR ONE LAYER 10M (#3) BARS PLACED NOT
150 1mm MORE THAN 450 mm (18") C.C. BOTH UTILITY SERVICE LINE
150 mm (6”) DIRECTIONS.
(6") REINFORCEMENT SHALL ACCURATELY PLACED AT PIPE SLEEVE
— Y SLAB MID-DEPTH AND HELD FIRMLY IN PLACE BY
L MEANS OF BAR SUPPORTS OF ADEQUATE SECTION OF SIDEWALK OVER
STRENGTH AND NUMBER THAT WILL PREVENT UTILITY SERVICE LINES
20?8 ,I,r)lm 48(? ZIH)H DISPLACEMENT AND KEEP THE STEEL AT ITS NOTES:
- PROPER POSITION DURING THE PLACEMENT OF '
SECTION PG CONCRETE N N INSTAMGE SHALL THE ;ETFTE CSQSEB/I\ARI\IIDEA\;\IIDE:_I\IIE.S TO THE INSTALLATION OF NEW UTILITIES OR UTILITIES BEING
LAYDOWN CURB gTREgkNBDE gbéﬁﬁ)DN[ﬂ;‘EgLY ON THE SUBGRADE 2. NO JOINTS IN UTILITY SERVICE PIPE TO BE LOCATED INSIDE PVC PIPE SLEEVE.
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STANDARD NO. STANDARD NO. STANDARD NO. STANDARD NO.
RECORD COPY SIGNED 9,/29,/99 |THE ARCHITECT/ENGINEER ASSUMES RECORD COPY SIGNED 03/26/08 | THE ARCHITECT/ENGINEER ASSUMES RECORD COPY SIGNED 03/26/08 | THE ARCHITECT/ENGINEER ASSUMES RECORD COPY SIGNED 03/26/08 | THE ARCHITECT/ENGINEER ASSUMES
BY LINO RIVERA RESPONSIBILITY FOR APPROPRIATE USE 4 3 O S — 1 BY BILL GARDNER RESPONSIBILITY FOR APPROPRIATE USE 4328-1 BY BILL GARDNER RESPONSIBILITY FOR APPROPRIATE USE 4328-1 BY BILL GARDNER RESPONSIBILITY FOR APPROPRIATE USE 4328-1
ADOPTED OF THIS STANDARD. ADOPTED OF THIS STANDARD. 1 OF 3 ADOPTED OF THIS STANDARD. 2 OF 3 ADOPTED OF THIS STANDARD. 30F3
USE THICKNESS REINFORCEMENT
WIDTH DRIVEWAYS FOR PASSENGER VEHICLE 150 mm 125 mm (5") MIN. CONCRETE
06m PARKING LOTS (6") MIN. WITH ONE LAYER OF13M (#4) BARS
A EXP. (2-0") TYP— PLACED ON CHAIRS AT MIDDEPTH OF
JOINT ' SLAB AT NO MORE THAN 450 mm
GRASS OR OTHER SURFACE R.O.W. N R.O.W. (18" 0.C. BOTH DIRECTIONS
1.2m—
(4'-0" Mlll\ln ALL OTHERS 175 mm 125 mm (5") MIN. CONCRETE
: (7") MIN. WITH ONE LAYER OF13M (#4) BARS
SIDEWALK TIE-IN 7 SIDEWALK TIE-IN PLACED ON CHAIRS AT MIDDEPTH OF
LOCATION. ; LOCATION. SLAB AT NO MORE THAN 450 mm
SEE NOTE 13 SEE NOTE 13 (18") O.C. BOTH DIRECTIONS
C J
4 SEE il EXP. JOINT PT
JOHN DOE < ZERO CURB - - < R.O.W.
750 mm(éfg, 9&()3 ?I)rén; — 123 ADDRESS NOTE 3 AT SIDEWALK (SEE NOTE 5) Go
US. MAIL EXIST. EDGE. (SEE FACE OF CURB
JOINT NOTE 4) SEE NOTE 10
Gy -~ SLOPE 5
PROPERTY LINE / PC E PC G2
JA \ 10% 2%
SEE MATCH CATCH/SPILL GUTTER SECTION SAW.CUT " MAX. TTMAX]
SIDEWALK OF EXISTING CURB & GUTTER & EXP. JOINT DRIVEWAY | D=GRADE CHANGE
= NOTE - VOLUME (ADT) [ g7p. MAX
- 6 _ ALLOWABLE GRADES >1500 0% 3% T —
= PLAN NOTES: 500-1500 3% 6%
‘ ﬂj 1. ALL TYPE Il DRIVEWAYS SHALL HAVE RADIUS ENDS. <500 6% 15%
‘ T DTS AN ] ONENSIONS, NS W TR REQUIRENENTS AR SERUETRC
NOTE: ALL DRIVEWAYS SHALL BE SLOPED TOWARDS THE STREET FROM THE R.O.W. LINE. TRANSPORTATION CRITERIA MANUAL. SECTION 5 "DRIVEWAYS". . '
ELEVATION OF POINTIA)ABOVE POINT(B)S, TYPICALLY AMINIMUM OF 150 mm (6") 3. THE DRIVEWAY EDGE SHALL BE SMOOTHLY TRANSITITIONED INTO THE SIDEWALK TIE-IN LOCATION
N PLUS 20 mm/m (3" RISE/FOOT) OVER DISTANCE "X" IN METERS (FEET). - BHE DRIVEWAY EDGE SHALL BE S Revisions:
600 mm CURB & GUTTER 4. "ZERO" CURB AT PT OR SIDEWALK EDGE, WHICHEVER IS ENCOUNTERED FIRST. 4 | Date tssued: | Description
() VARIES 5. PLACE AN EXPANSION JOINT DOWN THE CENTER OF DRIVEWAY ALL DRIVEWAYS. ' '
SIDEWALK — 6.  IF DIMENSION IS LESS THAN 1.5 METERS (5 FEET), REMOVE CURB AND GUTTER TO EXISTING JOINT AND —1 -
1.2 m (4) MIN. X POUR MONOLITHICALLY WITH DRIVEWAY.
RESIDENTIAL 12 7. IF THE BASE IS OVER-EXCAVATED WHERE THE CURB AND GUTTER WERE REMOVED, BACKFILL WITH
T8 m (6) M. @0 Mn?p ?2"60T) VP CONCRETE MONOLITHICALLY WITH THE DRIVEWAY.
COMMERCIAL RADIUS CURB - VARES - - ' 8. TYPE.Il DRIVEWAYS ARE TO BE LOCATED NO CLOSER TO THE CORNER OF INTERSECTING RIGHT OF
10% MAX. 2%MAX. WAY THAN 60% OF PARCEL FRONTAGE AT 30 METERS (100 FEET): WHICHEVER IS LESS.
D
SLOPE _SLORE / L 9. DRIVEWAY SHALL NOT BE CONSTRUCTED WITHIN THE CURB RETURN OF A STREET INTERSECTION.
—_ |
10.  WHILE THE PROPERTY OWNER REMAINS RESPONSIBLE FOR GRADE BREAKS WITHIN PRIVATE
| _ PROPERTY, THE FIRE DEPARTMENT SHALL BE CONSULTED WHERE THE DRIVEWAY IS ESSENTIAL TO
BASE T EMERGENCY VEHICLE ACCESS AND "G2 IS GREATER THAN 15%.
. 50 mm (2") NORMAL CONCRETE MIX 11, USE 12 MM (1/2") ASPHALT BOARD OR OTHER APPROVED MATERIAL FOR CURB AND GUTTER EXPANSION
175 mm (7") — SAND BEDDING DESIGN FOR CONCRETE JOINTS. SIDEWALK, AT THE R.O.W. LINE AND AT MIDWIDTH, SEE NOTE 5.
300 mm (12") — SEE CHART g#XE'\[;'EgB, ggg&'ﬁg‘:ﬁ%ﬁl 12.  SEE TRANSPORTATION CRITERIA MANUAL, SECTION 5 FOR OTHER DRIVEWAY REQUIREMENTS.
SHEET 2 OF 3 RELEASE OF THIS APPLICATION DOES NOT CONSTITUTE A VERIFICATION OF ALL DATA,
ITEM NO. 360 13. gEELSIJ%EV}/:%L'\TNEE%/EA\DR?bE?SEOEAR/SEb\%CYA;{_QI[\HéVéEHLCR)Eiﬁ’_FOCJSTO THE CURB OR PROPERTY LINE, INFORMATION AND CALCULATIONS SUPPLIED BY THE APPLICANT. THE ENGINEER OF RECORD IS
CROSS SECTION SOLELY RESPONSIBLE FOR THE COMPLETENESS, ACCURACY OF HIS/HER SUBMITTAL. WHETHER OR L
14.  WATER METER BOXES AND WASTEWATER CLEAN OUTS ARE PROHIBITED FROM BEING LOCATED IN NOT THE APPLICATION IS REVIEWED FOR CODE COMPLIANCE BY CITY ENGINEERS. Sheet Title:
DRIVEWAY AREAS.
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