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K. SPECIAL INSPECTIONS

1. THE OWNER WILL EMPLOY THE SERVICES OF ONE OR MORE SPECIAL INSPECTORS TO PROVIDE SPECIAL
INSPECTIONS DURING CONSTRUCTION FOR THE ITEMS IN THE SPECIAL INSPECTION TABLE BELOW.
THE SPECIAL INSPECTOR MUST BE CERTIFIED BY THE CITY, IN THE CATEGORY OF WORK REQUIRED TO

HAVE SPECIAL INSPECTION.

THE CONSTRUCTION MATERIALS TESTING LABORATORY MUST BE APPROVED BY THE CITY, FOR TESTING OF

MATERIALS, SYSTEMS, COMPONENTS AND EQUIPMENTS.

A PROPERTY OWNER’S FINAL REPORT FORM FOR WORK REQUIRED TO HAVE SPECIAL INSPECTIONS,

TESTING AND STRUCTURAL OBSERVATIONS MUST BE COMPLETED BY THE PROPERTY OWNER, OWNER'S
AGENT OF RECORD, ARCHITECT OF RECORD, OR ENGINEER OF RECORD, AND SUBMITTED TO THE

INSPECTION SERVICES DIVISION.

THE SPECIAL INSPECTION IDENTIFIED ON PLANS ARE, IN ADDITION TO, AND NOT A SUBSTITUTE FOR,
THOSE INSPECTIONS REQUIRED TO BE PERFORMED BY A CITY BUILDING INSPECTOR.

2. THE SPECIAL INSPECTOR SHALL BE A QUALIFIED PERSON WHO SHALL DEMONSTRATE COMPETENCE,
TO THE SATISFACTION OF THE BUILDING OFFICIAL AND THE REGISTERED DESIGN PROFESSIONAL
RESPONSIBLE FOR THE DESIGN OF THE STRUCTURE, FOR INSPECTION OF THE PARTICULAR TYPE

OF CONSTRUCTION OR OPERATION REQUIRING SPECIAL INSPECTION.

3. DUTIES AND RESPONSIBILITIES OF THE SPECIAL INSPECTOR:
A.

THE SPECIAL INSPECTOR SHALL OBSERVE THE WORK ASSIGNED FOR CONFORMANCE WITH

THE APPROVED DESIGN DRAWINGS AND SPECIFICATIONS. THE INSPECTOR MAY NOT ALTER,

MODIFY, ENLARGE OR WAIVE ANY OF THE REQUIREMENTS OF THE DOCUMENTS.

B. THE SPECIAL INSPECTOR SHALL FURNISH INSPECTION REPORTS TO THE BUILDING OFFICIAL,
THE PROFESSIONAL OF RECORD, AND THE CONTRACTOR. ALL DISCREPANCIES SHALL BE
BROUGHT TO THE IMMEDIATE ATTENTION OF THE CONTRACTOR FOR CORRECTION, THEN, IF
UNCORRECTED, SUBMIT A COMPLETE LIST OF ALL OUTSTANDING DISCREPANCIES ON A
WEEKLY BASIS TO THE OWNER, THE BUILDING OFFICIAL, AND THE PROFESSIONAL OF

RECORD UNTIL ALL CORRECTIONS HAVE BEEN COMPLETED.

C. THE SPECIAL INSPECTOR SHALL SUBMIT A FINAL SIGNED REPORT STATING WHETHER THE
WORK REQUIRING SPECIAL INSPECTION WAS, TO THE BEST OF THE INSPECTOR'S
KNOWLEDGE, IN CONFORMANCE WITH THE APPROVED PLANS AND SPECIFICATIONS AND THE

APPLICABLE WORKMANSHIP PROVISIONS OF THE CODE.

4. WHERE SPECIAL INSPECTION REQUIREMENTS DUPLICATE THE REQUIREMENTS OF SPECIFIED QUALITY

ASSURANCE TESTING, DUPLICATE INSPECTIONS SHALL NOT BE REQUIRED.

5. MASONRY CONSTRUCTION SHALL BE INSPECTED AND VERIFIED IN ACCORDANCE WITH TMS 402,ACI

530/ASCE 5 AND TMS 602/ACI530.1/ASCE 6 QUALITY ASSURANCE PROGRAM REQUIREMENT.
6. SPECIAL INSPECTION FOR STRUCTURAL STEEL SHALL BE IN ACCORDANCE WITH THE QUALITY

ASSURANCE INSPECTION REQUIREMENTS OF AISC 360.

7. WHERE FABRICATION OF STRUCTURAL LOAD—BEARING MEMBERS AND ASSEMBLIES IS BEING
PERFORMED ON THE PREMISES OF A FABRICATOR'S SHOP, SPECIAL INSPECTION OF THE

FABRICATED ITEMS SHALL BE REQUIRED PER IBC.

SOIL (TABLE 1705.6)

FOR BID ONLY

REFERENCED
SPECIAL INSPECTION FREQUENCY| < Sroen
1. VERIFY MATERIALS BELOW SHALLOW FOUNDATIONS ARE ADEQUATE TO PERIODIC APPROVED
ACHIEVE THE DESIGN BEARING CAPACITY. GEOTECHNICAL
REPORT AND
2. VERIFY EXVACATIONS ARE EXTENDED TO PROPER DEPTH AND HAVE PERIODIC CONSTRUCTION
REACHED PROPER MATERIAL. DOCUMENTS
3. PERFORM CLASSIFICATION AND TESTING OF COMPACTED FILL MATERIALS. PERIODIC
4. VERIFY USE OF PROPER MATERIALS, DENSITIES AND LIFT THICKNESSES CONTINUOUS
DURING PLACEMENT AND COMPACTION OF COMPACTED FILL.
5. PRIOR TO PLACEMENT OF COMPACTED FILL, OBSERVE SUBGRADE AND PERIODIC
VERIFY THAT SITE HAS BEEN PREPARED PROPERLY.
CONCRETE (TABLE 1705.3):
REFERENCED | IBC REFERENCE
SPECIAL INSPECTION FREQUENCY| <o ShoeD
(NOT APPLICABLE TO ISOLATED SPREAD FTGS. OR NON—STRUCT. SLABS ON GROUND)
1. INSPECTION OF REINFORCING STEEL, INCLUDING PRESTRESSED TENDONS, AND PERIODIC ACl 318: 3.5, 1910.4
— PLACEMENT. 7.1=7.7
2. INSPECTION OF REINFORCING STEEL WELDING IN ACCORDANCE WITH TABLE AWS D1.4
1705.2.2, ITEM 2b ACl 318: 3.5.2
3. INSPECTION OF ANCHORS CAST IN CONCRETE WHERE ALLOWABLE LOADS PERIODIC ACl 318: 1908.5
HAVE BEEN INCREASED OR WHERE STRENGTH DESIGN IS USED. 8.1.3, &
21.2.8 1909.1
4. INSPECTION OF ANCHORS POST—INSTALLED IN HARDENED CONCRETE MEMBERS AL g\ﬂ' 3313‘1 3‘2'6' 1909.1
PERIODIC ACl 318: 1904.2, 1910.2,
5. VERIFYING USE OF REQUIRED DESIGN MIX Ch. 4, 5.2-5.4 & 1910.3
6. AT THE TIME FRESH CONCRETE IS SAMPLED TO FABRICATE SPECIMENS FOR CONTINUOUS ﬁgm 8 ;Zz
STRENGTH TESTS, PERFORM SLUMP AND AIR CONTENT TESTS, AND DETERMINE ol 318 5.6, 5.8 1910.10
THE TEMPERATURE OF THE CONCRETE. P90, o
7. INSPECTION OF CONCRETE & SHOTCRETE PLACEMENT FOR PROPER APPLICATION CONTINUOUS | ACI 318: 1910.6, 1910.7,
TECHNIQUES. Ch. 5.9, 5.10 & 1910.8
8. INSPECTION FOR MAINTENANCE OF SPECIFIED CURING TEMPERATURE & TECHNIQUES.|PERIODIC éC1I13158%3 1910.9
9. INSPECTION OF PRESTRESSED CONCRETE:
a. APPLICATION OF PRESTRESSING FORCES. CONTINUOUS [ACI 318: 18.20
b. GROUTING OF BONDED PRESTRESSING TENDONS IN THE CONTINUOUS |ACI 318: 18.18.4
SEISMIC—FORCE—RESISTING SYSTEM.
10. ERECTION OF PRECAST CONCRETE MEMBERS. PERIODIC ACI 318: Ch. 16
11. VERIFICATION OF IN—SITU CONCRETE STRENGTH, PRIOR TO STRESSING OF PERIODIC ACl 318: 6.2
TENDONS IN POSTTENSIONED CONCRETE AND PRIOR TO REMOVAL OF
SHORES AND FORMS FROM BEAMS AND STRUCTURAL SLABS.
12. INSPECT FORMWORK FOR SHAPE, LOCATION & DIMENSIONS OF THE PERIODIC ACl 318: 6.1.1

CONCRETE MEMBER BEING FORMED.

STEEL CONSTRUCTION OTHER THAN STRUCTURAL STEEL (TABLE 1705.2.2)

REFERENCED
SPECIAL INSPEGTION FREQUENCY| = S Ens
1. MATERIAL VERIFICATION OF COLD—FORMED STEEL DECK:
a. IDENTIFICATION MARKINGS TO CONFORM TO ASTM STANDARDS SPECIFIED IN  |PERIODIC o LICADLE ASTM
THE APPROVED CONSTRUCTION DOCUMENTS. STANDARDS
b. MANUFACTURER'S CERTIFIED TEST REPORTS PERIODIC
2. INSPECTION OF WELDING:
a. COLD—FORMED STEEL DECK
1. FLOOR AND ROOF DECK WELDS PERIODIC AWS D1.3
b. REINFORCING STEEL:
1. VERIFICATION OF WELABILITY OF REINFORCING STEEL OTHER THAN PERIODIC AWS D1.4
ASTM A—706 ACI 318:
SECTION 3.5.2
2. REINFORCING STEEL RESISTING FLEXURAL AND AXIAL FORCES IN CONTINUOUS
INTERMEDIATE AND SPECIAL MOMENT FRAMES, AND BOUNDARY ELEMENTS
OF SPECIAL STRUCTURAL WALLS OF CONCRETE AND SHEAR
REINFORCEMENT.
3. SHEAR REINFORCEMENT CONTINUOUS
4. OTHER REINFORCING STEEL PERIODIC

L. STRUCTURAL OBSERVATION
(PER OWNER REQUEST AND/OR CITY REQUIREMENTS)

1. THE FOLLOWING CONSTRUCTION MILESTONES;

1.1 FOUNDATION;
AFTER REINFORCEMENT AND ANCHOR BOLTS ARE PLACED AND BEFORE CONCRETE
IS POURED.

1.2 ROOF STRUCTURE;
AFTER STRUCTURE IS ERECTED AND BEFORE INSULATION AND ROOFING IS INSTALLED.

1.3 PUNCH LIST;
AFTER ALL STRUCTURAL ITEMS ARE COMPLETE.

2. FAILURE TO NOTIFY ARCHITECT OF ANY CONSTRUCTION MILESTONE MAY RESULT IN CONTRACTOR
HAVING TO REMOVE WORK FOR THE PURPOSE OF REVIEW AT CONTRACTOR’S EXPENSE.

3. PREMATURE NOTIFICATION FOR SITE VISIT WILL RESULT IN AN ADDITIONAL SITE VISIT WITH ALL
EXPENSES AND FEES PAID BY THE CONTRACTOR.

NOTE:

ANY DISCREPANCIES BETWEEN ARCHITECTURAL AND
STRUCTURAL DRAWINGS AND/OR FIELD CONDITIONS
MUST BE BROUGHT TO THE ATTENTION OF THE
ARCHITECT OR ENGINEER OF RECORD PRIOR TO
SUBMITTAL OF BID AND CONSTRUCTION. ANY
DISCREPANCIES BETWEEN DRAWINGS THAT RESULT
IN ADDITIONAL COST AFTER THE BID SHALL BE
THE RESPONSIBILITY OF THE GENERAL
CONTRACTOR. IT IS THE RESPONSIBILITY OF THE
GENERAL CONTRACTOR TO REVIEW DRAWINGS
CAREFULLY DURING THE BID PROCESS. DO NOT
PROCEED WITH ANY WORK UNTIL DISCREPANCY OR
ANY OUTSTANDING ITEMS AND/OR QUESTIONS
HAVE BEEN RESOLVED.

GreenbergFarrow

1430 W. Peachtree St., Suite 200
Atlanta, GA 30309
t: 404 601 4000 f: 404 601 3980

COPYRIGHT NOTICE

This drawing is the property of the above
referenced Professional and is not to be used
for any purpose other than the specific
project and site named herein, and cannot
be reproduced in any manner without the
express written permission from the Professional
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