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COPYRIGHT NOTICE
This drawing is the property of the above
referenced Professional and is not to be used
for any purpose other than the specific
project and site named herein, and cannot
be reproduced in any manner without the
express written permission from the Professional
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5” CONC. SLAB—ON—-GRADE REINF. W/#4 CONT @ 16"0.C.
EA. WAY PLACED 2" BELOW T/SLAB OVER 15 MIL. VAPOR
BARRIER OVER 4" FREE—DRAINING GRAVEL OVER

COMPACTED FILL/SUBGRADE PER SOIL REPORT TYP. TYP.

® S RECOMMENDATIONS. %
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CONSULTING ENGINEERS
This drowing and the design shown are the property of
2 KSP Consulting Engineers, Inc. The production, copying or
other use of this drawing without their written consent is
) n
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Lake Forest, CA 92630
email: info@kspeng.com

25341 Commercentre Dr.
T:
F

Suite 100
1 949.380.3771

prohibited and any infringement will be subject to legal action.
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PROJECT NAME

CIRCLE K
STORES, INC.

FAcE/sTups |

@%

TYP S ; >
=258’ 5 TYP. TYP. 1=25"-8"
N5 PFLUGERVILLE

13'—4” 3—11" 26'-2" 3—11" 13'—4” 25'-8" TEXAS

SEC WEST PECAN ST. &
SHEAR WALL SCHEDULE FOOTING SCHEDULE SARAH'S CREEK DR.

MARK| PLYWOOD (1) NO. OF | NAIL SPACING (5) |STUDS & HEADED ANCHOR| ALLOWABLE FTG. SIZE "A" REINFORCING DETAIL —._"_.__mmws_._.m_ X

NO. SIDES BLK'G BOLTS (7) SHEAR (12) PLF -
EDGE | INTERM mwo_um_,m_.A.Q SEISMIC| WIND F1 | 1"—6" WIDE CONT. 3—#4 BOTTOM 1/S5.1 _H O C Z @ > J_u _ O Z T r \P Z

15/32" STRUCT 1 | ONE | 6°0.C. | 1270.C. | o4 2x | %"¢ @ 4870.C.| 340 475 WIDTH = 6" E.S. BOX ) SCALE: 1/4"-1-0"
COLUMN + BOX #4 BARS @ 12" 0.C. E.W.

» » ” 5/ » » COLUMN WIDTH RUN REBAR 9” INTO 3/S5.1
15/32” STRUCT 1 ONE 470.C. 1270.C. 3x 3x \m ¢ @ 32°0.C.| 510 710 LENGTH = 6” ES. BOX ADJACENT FOOTINGS WHERE 6/55.1
.. 5 COLUMN + BOX APPLICABLE, TYP.
15/32" STRUCT 1 ONE 3”0.C. | 1270.C. 3x 3x |Yg"® @ 1670.C.| 665 930 COLUMN LENGTH
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FOUNDATION NOTES

NOTE:

1. PERIMETER FOOTING REBAR RUNS CONTINUOUSLY THROUGH INTERSECTING
PAD FOOTINGS.

PLYWOOD GRADE SHALL BE STRUCTURAL 1 APA RATED SHEATING, 5 PLIES, SPAN RATING 32/16

EXTERIOR EXPOSURE 1. PANELS SHALL BE APPLIED DIRECTLY TO FRAMING EITHER HORIZONTALLY OR VERTICALLY. | % mm.ﬁ_w\/moq%%o%owosm/mmmmo___éz_wymmmmwomﬂcwﬂ_m%w wcﬂwm_z\ﬂmﬂoﬂmm_zmk:z

ORIENTED STRAND BOARD (OSB) IS AN ACCEPTABLE SUBSTITUTE. : . . ;

FOR WALL SHEATING USED AS SUBSTRATE FOR STUCCO EXTERIOR FINISH DETAILS & ARCH'L PLANS FOR = MORE INFO. (je: ADDITION FOOTING WIDTH IS

SEE APA DATA FILE Q370 FOR WOOD STRUCTURAL PANEL RECOMMENDATIONS. REQUIRED ©@ THESE LOCATIONS (IF ANY)

15/32" STRUCT 1 ONE 2°0.C. | 1270.C. 3x Sx m\m:s @ 1670.C.| 870 1210

. THE CONTRACTOR MUST READ & UNDERSTAND ALL STANDARD NOTES & DETAILS
BEFORE BEGINNING CONSTRUCTION OR FABRICATION.

SEE STANDARD PROJECTS DETAILS (7/S1.1) FOR SPECIAL INSPECTION REQUIREMENTS CIRCLE K STORES INC.
ALL UNCLEAR AND/OR MISSING DETAILS OR INFORMATION SHALL BE BROUGHT

TO THE ENGINEER’S ATTENTION BEFORE PROCEEDING WITH CONSTRUCTION
OR FABRICATION.

CONTRACTOR MUST VERIFY ALL DIMENSIONS W/ARCHITECTURAL PLANS & FIELD PROJECT NUMBER
CONDITIONS AND REPORT ANY CONFLICTS OR OMISSIONS TO THE ENGINEER AND _.Aw_u _ \_N_.OMO\_
ARCHITECT BEFORE BEGINNING CONSTRUCTION OR FABRICATION.

SEE PLUMBING & ARCHITECTURAL PLANS FOR REQUIRED SLAB WORK
FOR FLOOR DRAINS. SHEET TITLE

. SEE ARCHITECTURAL SHEETS FOR CURB LOCATION & DETAILS. SEE DETAIL 4/S5.1
FOR PERIMETER CONCRETE CURB. VERIFY LOCATION WITH CIVIL & ARCHITECTURAL _HOCZU>|_|_OZ
PLANS WHERE APPLICABLE. _U_I>Z

ALL SHEARWALLS / BEARING WALL SILL PLATES ADJACENT TO THE EXTERIOR OF

ALL EDGES OF PLYWOOD PANELS SHALL BE BLOCKED. '/g” GAP SHALL BE PROVIDED BETWEEN PANELS.[§ 3. ALL FOOTINGS ADJACENT TO EXTERIOR GRADE MUST BE BELOW THE FROST LINE.

ALL FRAMING MEMBERS SHOULD BE 2x8 #2 DOUGLAS FIR-LARCH @ 16"0.C. TYP. U.N.O. CONTRACTOR TO VERIFY

ALL FRAMING MEMBERS AT ABUTTING PANELS SHALL NOT BE LESS THAN A SINGLE 3x NOMINAL

szmmmz>_rm>mmmn>omo#,~o.o.mrmmm_omjzomzog_z?z_mz_mmmm1>mqmzm_uqooﬂzmm.
NAILS SHALL BE STAGGERED WITH o\w.. EDGE DISTANCE. COLUMN SCHEDULE

WHERE PANELS ARE APPLIED ON BOTH FACES OF A WALL AND NAIL SPACING IS LESS THAN
6” 0.C. ON EITHER SIDE, PANEL JOINTS SHALL BE OFFSET TO FALL ON DIFFERENT FRAMING MEMBERS
OR FRAMING SHALL BE 3 NOMINAL OR THICKER AND NAILS ON EACH SIDE SHALL BE STAGGERED.

MINIMUM SIZE OF PLYWOOD NAILING SHALL BE 10d COMMON NAILS WITH i\m: MIN. PENETRATION. Ci 6x8 DF#2 2/S5.1 AND 10/S4.1
GALVANIZED NAILS SHALL BE HOT DIPPED OR TUMBLED.

PROVIDE /3" W/7” EMBEDMENT SILL ANCHOR BOLTS @ 4’—-070.C. MAX., UN.O. PER 9/S5.1. C2 | 6x6 DFf2 2/S5.1 AND 10/S4.1

PROVIDE BEARING PLATES AT ALL FOUNDATION SILL BOLTS PER 9/S5.1. c3 DOUBLE 2x TRIMMER STUDS MIN. OR "C1”
HOLDOWN HARDWARE MUST BE SECURED IN PLACE PRIOR TO FOUNDATION INSPECTION. (SEE 4/S1.3 FOR OTHER REQUIREMENTS)

10. SEE DETAILS 4 & 5/S1.3 FOR STANDARD SHEARWALL FRAMING INFO.
@ 1. ALL 6x COLUMNS USE A BC60 POST BASE, UNO.

COL. COL. SIZE REF. DETAIL

THE BUILDING MUST BE 2x6 DF P.T. MINIMUM, U.N.O.
SEE  STANDARD DETAILS (7/S5.1 & 8/S5.1) FOR HOLDOWN INFORMATION.

. SEE TYPICAL WALL FRAMING DETAIL (4/S1.3) AND THE GENERAL NOTES FOR
TYPICAL FRAMING INFO.

. SEE ARCH'L. PLANS FOR ALL INTERIOR NON—BEARING STUD WALL INFO., TYP. U.N.O.
. SEE STANDARD FOUNDATION NOTES 3/S1.1 FOR ADDITIONAL REQUIREMENTS.

. SLOPE EXTERIOR GRADE AWAY FROM BUILDING. SEE ARCHITECTURAL AND CIVIL
PLANS FOR PERIMETER AND UNDER SLAB DRAINAGE SYSTEM WHERE REQUIRED.

4/51.3 0 & — SLAB DRAIN, SEE ARCH. DWGS.

SHEET NUMBER

S2.1

11. ALL EXTERIOR BUILDING WALLS ARE TO BE FRAMED WITH TYPE FRAMING INCLUDING ALL THE 2. A "C2” COLUMN, THAT RUNS THE FULL HEIGHT OF THE GIVEN WALL IS REQUIRED AT
WALLS ABOVE OPENINGS AND WALLS NOT REFERENCED BY SHEARWALL TYPE MARKERS, TYP. U.N.O. ALL HOLDOWNS, UNO., SEE HOLDOWN DETAILS (7.S5.1 & 8/S5.1) FOR MORE INFO.

12.  ALLOWABLE SHEAR IS PER 2008 AWC SDPWS TABLE 4.3A.

% — FLOOR SINK, SEE ARCH. DWGS.




