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ITEM | MANUFACTURER | MODEL |CAPACITY|] GREASE | EMPTY | LENGTH | WIDTH | HEIGHT | INLET |OUTLET
NO. NO. | US GAL |CAP. (LBS)|WT (LBS)] L W Ho | FLT | FL2
GT-1 PARK GT-1000 | 1,000 - - 8-8" | 5-0"| 60" [4-9"| 46"
NOTE:

1. PRECAST CONCRETE GREASE TRAP SIZE, SHAPE AND DIMENSION MAY VARY FROM DETAIL,
BUT SHALL BE IN ALL CASES PER LOCAL CODE REQUIREMENTS.
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PIPE INSULATION SCHEDULE

FLUID TEMP.. PIPE SIZE INSUL. THICKNESS INSUL. VALUE
105F~200F 1 & LESS 1.0° R= 4.0
105F-200°F 11/4"-2" 1.5" R= 4.0
105'F~200°F 21/2°-4" 20" R= 4.0
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1,000 GALLON CAPACITY GREASE TRAP DETAIL
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GRADE,

OUTLET
30"
PLAN VIEW
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SIDE_VIEW

CAST IRON FRAME AND COVER
WITH LID LINER TO ENSURE GAS
TIGHT SEAL.

RISER SECTION RCP PIPE

JOINT SEALED W/ NONSHRINK
GROUT

SCHEDULE 40 PVC SLEEVE.
TYPICAL.

INLET FROM INTERCEPTOR, REFER

TO PLANS FOR PIPE SIZE.
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MANUFACTURER / MODEL
PARK EQUIPMENT SWB—-15

NOTES AND SPECIFICATIONS:

USE 15" T&G R.C.P. FOR 6'— O” DEEP "AND
LESS.

USE 24" T&G R.C.P. FOR INSTALLATION
GREATER THAN 6’—Q" DEEP. (STANDARD
RING AND M.H. COVER REQUIRED)

SAMPLING WELL MUST BE SET IN A
CIRCULAR OR SQUARE CONCRETE PAD
(1'—0” GREATER THAN OUTSIDE DIAMETER
OF PIPE.)

LAWN INSTALLATION MUST BE 4" ABOVE
FINISHED. -~

DRIVE & SIDEWALK INSTALLATION MUST BE
BROUGHT TO FINISHED GRADE.

CONCRETE SHALL BE CLASS 1 WITH A
DESIGN STRENGTH OF 4500 PSI AT 28
DAYS. UNIT SHALL BE OF MONOLITHIC
CONSTRUCTION AT FLOOR "AND FIRST STAGE
OF WALL WITH SECTIONAL RISER TO
REQUIRED DEPTH.

CAST IRON FRAMES AND GRATES SHALL BE
MANUFACTURED OF GREY CAST IRON
CONFORMING TO ASTM -A48-76 CLASS 30,
HEAVY DUTY AASHTO H-20. '
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ASME TEMPERATURE AND
PRESSURE RELIEF VALVE. -
PIPED TO MOP SINK.

MIXING
VALVE

EXPANSION TANK, AMTROL
THERM—=X—-TROL ST-12

¥a” PLYWOOD

INSTALL EWH IN GALV. PAN
24 GAGE & 1%2" MIN.
RUN [NDIRECT DRAIN TO FL
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ALL-WELDED STEEL ANGLE
MOUNTING SHELF PRIMED
AND PAINTED WHITE
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INSTALL MINIMUM 1”7 INSULATION ON
ALL HOT WATER PIPING AND THE
FIRST 8 OF COLD WATER PIPING AT
THE TANK

2)VERTICAL &
2)DIAGONAL ANGLES
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1/2°CW TO TRAP,
CONNECT AS REQD.
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\/1 /2"CW BELOW FLOOR
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