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INTEGRATED POWER INTEGRITY / EQUIPMENT ROOM CONDUIT PENETRATION DETAILS

N.T.S.

N.T.S.

ONE LINE DIAGRAM

TO UTILITY COMPANY TRANSFORMER. REFER TO

SITE PLAN FOR SIZE, QUANTITY, & ROUTING.

800A

UGPS

REFER TO GROUNDING DETAIL #2/E3.0.

*  PROVIDE CLASS RK5 FUSES SIZED PER

MANUFACTURERS SPECIFICATIONS

SERIES RATING GENERAL NOTES

THE MOTOR CONTRIBUTION TO THE FAULT CURRENT MEETS THE 1% CRITERIA. STATED IN

EXCEPTION 3.5.1 AS WRITTEN IN THE ELECTRICAL CONSTRUCTION CODE INTERPRETATION DATE

3/3/97.

NO DESIGN CHANGES MAY BE MADE TO THE SYSTEM WITHOUT THE PRIOR APPROVAL OF THE DESIGN

ELECTRICAL ENGINEER AND THE ELECTRICAL INSPECTOR.

SERIES RATING KEY NOTES
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NOTE: FACTORY INSTALLED FEEDERS

FROM DP PANEL TO PANEL BOARDS

REFER TO PANEL SCHEDULES FOR WIRE AND

CONDUIT SIZE FOR ROOF TOP UNITS.

THIS SERVICE IS A SERIES RATED SYSTEM: 2-TIER 65/10. ALL S.E.S. SYSTEM COMPONENTS SHALL

BE RATED 65K, WITH SERIES RATED DOWNSTREAM.

CONTRACTOR SHALL LABEL S.E.S. "CAUTION" - SERIES RATED SYSTEM (65/10). 65,000 AMPS

AVAILABLE IDENTIFIED REPLACEMENT COMPONENT REQUIRED." IN ACCORDANCE WITH NEC 110-22.

CONTRACTOR SHALL LABEL PANEL(S) "CAUTION" - SERIES RATED SYSTEM (65/10).

CIRCUIT BREAKERS SHALL BE A BOLT-ON TYPE, U.L.-LISTED SERIES-RATED COMBINATION WITH

THE BREAKERS AT DISTRIBUTION PANEL 'DP'.
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C

#12CU.

(8-FT MIN.)

TIMECLOCK AND

LTG. CONTROL RELAY(S)

CONTACT: BRENDA BELTON (Email b.belton@powerintegritycorp.com)

POWER INTEGRITY #PDS-CIRCLEK01
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CONTROL PANEL

SECTION #1 SECTION #2 SECTION #3

45" 36" 20"

CONDUIT AREA

'DP' DISTRIBUTION PANEL
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MAXIMUM CIRCUIT BREAKER

HEIGHT = 6'-7" AFF OR AFG

N.T.S.

3 SETS OF 4#350kCMIL,

1#1/0 GND, 3"C

*  PROVIDE CLASS RK5 FUSES SIZED PER MANUFACTURERS SPECIFICATIONS
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19000 MacArthur Blvd., Suite 250
Irvine, CA  92612
t: 949 296 0450  f: 949 296 0437

CIRCLE K
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PFLUGERVILLE
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SARAH'S CREEK DR.
PFLUGERVILLE, TX


